
Page 1/4Umele Photonics & Micro-Optics Europe

Distributor Optical Cable Terminal Box 2
Cores

Overview
The 2 Cores Fiber Distribution Box (FDB-102A-1) IP-55 SC Connector PLC Splitter is a
compact and rugged outdoor enclosure designed to provide a safe and secure
environment for fiber optic cables and splices. It fully supports mechanical/fusion
splicing, termination, and cable mangement within a single, compact indoor unit. 288
core catering various optical deployment. FTTH Box comply with salt spray test, crush
test and temperature cycling under international standard. All are RoHS, and REACH.
*Scope of application 3. Of Adapters & Splitters The telecommunication network,
metropolitan area network, optical fiber communication system. Copyright 2024
FOCC All trademarks, products, and company names mentioned are the property.
This Lockable IP55 distribution box is supplied loaded or unloaded and offers the
ability to terminate 2 fibers housed in a strong robust ABS enclosure for indoor and
outdoor applications. This terminal box terminates up to 2 fiber optic cables, offers
spaces for splitters and up to 8 fusions. Fiber distribution box is suitable for the wiring
connection of optical cable and optical communication equipment, through the
adapter in the wiring box, the optical jumper leads the optical signal, and realizes the
optical wiring function. OTRANS strives to provide you with professional, reliable.
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Fiber Optical FTTH Box Wall Mounted 2 Core Terminal

Fit for all kinds of fiber optic cable installation operation, fusion splicing, mechanical
splicing and FMC are available,and provides fixed and protection for optical fiber

24 Cores Optical Fiber Terminal Box | Carefiber

This type fiber access termination box（FDB） is able to hold up to 24 subscribers. It is
used as a termination point for the feeder cable to connect with drop cable

Optical Terminal Box, OTB 2 Cores ABS lighter weight

Overview YOTB-2A Optical Terminal Box, also known as OTB, is used as a termination
point for the feeder cable to connect with the drop cable in the FTTX communication
network system. Fiber

Gcabling 6 Core Fiber Optical Distribution box Terminal

Gcabling is a leading fiber box manufacturer & supplier. We can manufacture and
supply a wide range of fiber termination boxes with 20+ years of experience.

Distributors: Splice Boxes & Optical Network Terminal

Comprehensive selection of splice boxes, trays and more for your fiber optic network
Splice boxes and splice distributors are essential for a reliable fiber

Distributors: Splice Boxes & Optical Network Terminal

Splice boxes and splice distributors are essential for a reliable fiber optic cabling
system and serve as a connecting point between the fiber optic installation cable

FTTH Distribution Terminal Box, FTTH Fiber Optic

Fiber Optic Termination Box is used in the end termination of drop cables in
residential buildings and villas, to fix and splice with pigtails. UnitekFiber

FTTH 24 Core Fiber Optic Distribution Box Optical Fiber Terminal Box

FTTH 24 core fiber terminal box is suitable for the distribution and terminal
connection for various kinds of optical fiber system, especially suitable for mini-
network terminal distribution, in which the optical

FTTH Terminal Box

Fiber Terminal Box 24 Cores – IP55 The body is made of PC+ABS Equipped with a
secure lock It has good water resistance Independent rubber sealing plug for

Durable FTTH Terminal Box | Fiber Termination
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FTTH Termination Box available for the distribution and terminal connection for
various kinds of optical fiber system, Some are used for indoor cabling and

Fiber Distribution Box & Terminal Box | Top-Quality

Fiber Distribution Box & Terminal Box manufacturer. Fiber Distribution Box are used
in cross-connection (indoor and outdoor devices). They are available in

12 Cores Fiber Optic Distribution Box-NEATEL COMMUNICATION

NEATEL''s distribution box terminates outside optical cables with up to 12 fibers; it
allocates 12 adapters for connecting with max 12 drop cable pigtails, it is also
suitable for using with mini splitters. The box

2 core terminal box

*Designed with a large arc shape to ensure that the fiber optic cable placed in it will
not be damaged when subjected to external forces, affecting the quality of
communication;

Fiber Distribution Box & Terminal Box | Top-Quality

Specializing in both copper and fiber solutions, our products are designed for superior
performance in data centers and FTTX applications. With over 35 years

Metal Optical Terminal Box, OTB 4 Cores Cold-rolled Steel

Overview YOTB-4A Metal Optical Terminal Box, also known as OTB, is made of cold-
rolled steel. Used as a termination point for the feeder cable to connect with the drop
cable in the FTTX communication

Indoor FTTH Fiber Optic Termination box With 2 SC

The fiber wall outlet is widely used in residential areas, business buildings, and villas,
facilitating the connection of 2 fibers to the passive optical network. The

12 Cores Rack Mounted Fiber Optic Terminal Box As distribution box

Buy high quality 12 Cores Rack Mounted Fiber Optic Terminal Box As distribution box
FS-JJ/SC24-12C cables management from China Fiber Termination Box supplier with
free shipping to worldwide and

2 Core FTTH Box 2 Port Fiber Distribution Box Optical

This terminal box terminates up to 2 fiber optic cables, offers spaces for splitters and
up to 8 fusions, allocates 2 SC adapters and working under both indoor and

© 2026 Umele Photonics & Micro-Optics Europe - All rights reserved



Page 4/4

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.umele-pestovani.eu
Email: info@umele-pestovani.eu
Phone: +49 152 287 6349
Address: Neue Mainzer Straße 66-68, 60311 Frankfurt am Main, Germany

This document is for informational purposes only. Specifications subject to
change without notice.
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