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H3c Single-Mode 10 Gigabit Fiber Optic
Module

Overview

The H3C SFP-GE-LX-SM1310-D is a high-performance, hot-pluggable 1000BASE-LX
SFP (Small Form-factor Pluggable) optical transceiver module. It is designed for
Gigabit Ethernet connectivity over single-mode fiber, offering a maximum
transmission distance of up to 10 kilometers. Table 1 describes transceiver modules
and network cables available for H3C devices. 00 Transceiver Models: SFP-GE-T100m
SFP-GE-SX-MM850-A550m SFP1G-SX-312km SFP-GE-LX-SM1310-D10km SFP-GE-LX-
SM1310-2020km SFP-GE-LH40-SM155040km. This H3 SFP-XG-LX-SM1310 compatible
SFP+ transceiver supports 10GBase-LR and 10GBase-LW throughput up to 10km over
single-mode fiber (SMF). Following various industry standards, the transceiver
complies with SFP+ MSA, SFF-8431. This H3C SFP-GE-SX-MM850-A optics is a high
performance and cost-effective small form factor pluggable transceiver. The product
is supports up to 550m link lengths over. It supports a data transfer rate of up to
10Gbps and is ideal for long-distance connectivity, providing reliable performance
across distances of up to 10 kilometers using single-mode fiber. H!Fiber offers one-
stop Datacenter solution and products, including SFP Transceivers, DAC Cables,
Network Card, Media Converters, Fiber Optical Cables, Minisas Cables and more.
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Article Content
H3C Networks SFP-XG-LR-SM1310 Compatible 10Gb SFP

This high-quality H3C Networks SFP-XG-LR-SM1310 Compatible 10GBASE-LR SFP+
1310nm 10km DOM Transceiver. A cost-effective solution that provides high
bandwidth and transmission rates over

2Pair Gigabit Fiber SFP Module 1.25G Single Mode 40km LC

2Pair Gigabit Fiber SFP Module 1.25G Single Mode 40km LC 1310nm/1550nm
Compatible with Multiple Types of Switches Description The Gigabit Fiber SFP Module
comes with a personalized steel ring,

Amazon : Fiber To Ethernet Converter

A Pair of Gigabit Single Mode LC Fiber Media Converter, with 2 Pcs SFP LX Modules,
1.25G/s Fiber to Ethernet Converter, 1000Base-LX to 10/100/1000base-TX, SFP to
RJ45, SMF, 1310nm, up to 20km

H3C SFP-GE-LX10-SM1310 GE Single Mode SFP Optical

Ang H3C SFP-GE-LX10-SM1310 SFP transceiver ay sumusuporta sa hanggang 10km
na haba ng link sa pamamagitan ng LC duplex SMF fiber. Dahil sa mababang
konsumo ng kuryente, ang hot

10G Gigabit 10KM Fiber Optic Module Single-Mode 1310nm Dual Fiber ...

Buy 10G Gigabit 10KM Fiber Optic Module Single-Mode 1310nm Dual Fiber Optical
Module sfp-10g-Ir Dual LC Port Compatible with H3C Switch OSX010000
(Color:Compatible with H3C): 3D Printer

Optic Modules Datasheet

Optic Modules Data Sheet ... SFP (form factor) = small form-factor pluggable
transceiver SMF (media) = single-mode fiber-optic MMF (media) = multimode fiber-
optic XFP (form factor) = 10-gigabit small

StarTech HP JD119B Compatible SFP Transceiver Module

StarTech HPE JD119B Compatible SFP Module - 1000BASE-LX - 1GbE Single Mode
(SMF) Fiber Optic Transceiver - 1GE Gigabit Ethernet SFP - LC 10km - 1310nm - DDM
HPE 5900, 12500, 5500

libyan-10-gigabit-optical-module-manufacturer

16 Companies and suppliers for libyan-10-gigabit-optical-module-manufacturer Find
wholesalers and contact them directly Leading B2B martketplace Find companies
now!

H3C SFP-GE-LX10-SM1310 GE Single Mode SFP Optisk Transceiver
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H3C SFP-GE-LX10-SM1310 SFP-transceiveren understgtter op til 10 km linkleengder
over LC duplex SMF fiber. Med lavt stramforbrug er den hot-swappable 1G SFP-
transceiver ideel til

Purchase H3C SFP-XG-LX-SM1310 Transceiver

It supports a data transfer rate of up to 10Gbps and is ideal for long-distance
connectivity, providing reliable performance across distances of up to 10 kilometers
using single-mode fiber (SMF).

H3C SFP-GE-LX-SM1310 1000BASE-LX SFP Transceiver Module

Check FS Singlemode SFP transceiver module compatible H3C SFP-GE-LX-SM1310
data sheet (1000BASE-LX SFP connector, Ic connector, 1310nm, 10km) and price list!

Zhen Tian Gnt-G2903/G2913/2915/2916Ab Single-Mode Single-Fiber Optical ...

G2913A Gigabit Ethernet Transceiver Module (Single) G2913B Gigabit Ethernet
Transceiver Module (Single) Quantity - + Logistics Official Logistics Delivering to 10
Global Regions Multiple shipping

H3 SFP-XG-LX-SM1310 Compatible 10GBASE-LR

This singlemode SFP+ module is ideal for 10G fiber connectivity applications, such as
SOHO networks, data centers, enterprise wiring closets, large campuses,

H3C SFP-XG-CPRI-IR-SM1310 SFP+ 10GBASE-LR Singlemode

The SFP-XG-CPRI-IR-SM1310 10GBASE-LR LC Duplex SFP+ compatible with H3C has a
receiving function (receiver with 1310nm) and a transmitting function (transmitter
with 1310nm) for the

LS-BL315501-10C SFP 155M Simplex LC 10km BiDi 1310nm-TX

Fiber Optic Transceivers Connector Type LC Power Source 3V Single Power Use
155Mbps 1000Base-LX 125/155M Fiber Channel Network Wired LAN Model Number LS-
BL315501-10C Brand Name

turkmenistan-10-gigabit-optical-module-manufacturer ...

All suppliers for turkmenistan-10-gigabit-optical-module-manufacturer
Manufacturer/Producer Find wholesalers and contact them directly B2B martketplace
Find companies now!

H3C SFP-GE-LX-SM1310-D 1000BASE-LX SFP

It is designed for Gigabit Ethernet connectivity over single-mode fiber, offering a
maximum transmission distance of up to 10 kilometers. This SFP module is

H3C SFP-GE-LX10-SM1310 GE Single Mode SFP optisk sandtagare
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SFP-transceivern H3C SFP-GE-LX10-SM1310 stéder upp till 10 km lanklangder 6ver LC
duplex SMF-fiber. Med sin l1aga strémfoérbrukning ar den hot-swap-bara 1G SFP-
transceivern idealisk for Gigabit

How to tell the difference between single mode and multimode fiber ...

Commonly, 850nm SFP can reach up to 550 meters with multimode fiber optics, and
the 1550nm SFP supports up to a maximum of 160km via single mode fiber cables.
On the other hand,

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.umele-pestovani.eu

Email: info@umele-pestovani.eu

Phone: +49 152 287 6349

Address: Neue Mainzer StralRe 66-68, 60311 Frankfurt am Main, Germany

This document is for informational purposes only. Specifications subject to
change without notice.
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