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Huijue Optical Module Gigabit Single
Mode

Overview
This module is specifically engineered to support 10 Gigabit Ethernet (10GbE) data
transmission over a single mode fiber, providing a cost effective and efficient solution
for high speed networking. Model: Huawei 02310QBJ SFP 10G BXU1 Interface Type:
SFP (Small Form factor Pluggable). Single-fiber bidirectional (BIDI) optical modules
must be used in pairs. For example, SFP-10G-BXD1 must be used with SFP-10G-BXU1.
Designed for long-distance communication up to 20km, this module supports
wavelengths of 1270/1330nm and features advanced. The modules in the original
package and the small white box with the same SN code are individually packaged
with the original factory seal. Once receive your question, the supplier will answer
you as soon as possible. Enter between 20 to 4,000 characters. Click here to contact
the supplier through. Supplier highlights: This supplier mainly exports to Singapore,
Hong Kong, and Ethiopia, offers quality control services, and supports design and
sample customization with a customer satisfaction rate of 97. Compatible 1000Base-
LX/LH Singlemode 10km 1310nm SFP Transceiver for Gigabit Ethernet. 02310QBJ -
Genuine Huawei SFP-10G-BXU1 10GBase, BIDI Optical Transceiver, SFP+, 10G, Single-
mode Module (TX1270nm/RX1330nm, 10km, LC) Basic Information Transmitter
Optical Characteristics Receiver Optical Characteristics This 02310QBJ is 100%
genuine Huawei product. It won't have any compatibility.
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Huawei 02310QBJ SFP-10G-BXU1 10GBase-BIDI Single Fiber

This module is specifically engineered to support 10 Gigabit Ethernet (10GbE) data
transmission over a single mode fiber, providing a cost effective and efficient solution
for high speed networking.

Gigabit Single-Mode Dual-Fiber Optical Module 1.25g SFP 1310nm

SFP optical module / Gigabit single-mode fiber module SFP-GE-SM-1310 / Gigabit
single-mode dual-fiber optical module 1.25G SFP 1310nm 20km LC functions as
photoelectric conversion. The

Haile 10 Gigabit single-mode single fiber optical module SFP-XG20 ...

This high-performance SFP module supports 10 Gigabit Ethernet data rates over
single-mode fiber, enabling efficient network upgrades and expansions. With robust
compatibility and precise

Gigabit Single-Mode Optical Module, Gigabit Optoelectronic

The Gigabit single-mode 40km photoelectric conversion module consists of
optoelectronic devices, functional circuits, optical interfaces, etc. The optoelectronic
devices include two parts: transmitting

GVT-2002 Gigabit Media Converter, RJ45 to SC,

The LevelOne GVT-2002 is a robust Gigabit media converter that bridges copper
10/100/1000Base-T networks with single-mode SC fiber-optic cabling. Extending

10-Gigabit Single-Mode Optical Module Dual-Fiber

10-Gigabit Single-Mode Optical Module Dual-Fiber SFP+10g1310nm10km40 80km
Osx001002, Find Details and Price about Core Gigabit 10km Optical Transmission
from 10-Gigabit Single-Mode

Compatible with H3C optical module Gigabit single mode single

Fiber Optic Receivers Compatible with H3C optical module Gigabit single mode single
fiber 1310/1550nm 3KM 20KM 40 80KM switch monitoring optical module single core
SC pair SFP LC

SFP Transceiver

The GSFIBER-SFP-10K is a Gigabit Ethernet single-mode SFP transceiver. Utilizing LC
connectors and operating at a 1310nm wavelength, it enables high-speed data
transmission over single-mode fiber

Dahua GSFP-1310T-20-SMF Gigabit Optical Module
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The GSFP-1310T-20-SMF from Dahua is a high-performance gigabit optical module
designed for efficient data transmission. Built with a single mode single fiber
architecture, this module supports a

10-Gigabit Single-mode Optical Module Dual-fiber

Supplier highlights: This supplier mainly exports to Singapore, Hong Kong, and
Ethiopia, offers quality control services, and supports design and sample
customization with a customer satisfaction rate of

Huaweii 10 Gigabit single-mode single-fiber 40km

The optical module is a double LC small square port, which uses two optical fibers to
transmit and receive data. If there are multiple optical fibers, you can choose dual
fibers, and the cost of the

Gigabit single-mode single-core fiber optic module

Gigabit single-mode single-core optical fiber modules usually have the following
specifications: multi-mode 550m, single-mode 15km, 40km, 80km, 120km, etc. In
addition to the

10G single-mode OSX010000: a reliable solution for enterprise high ...

The 10G single-mode optical module OSX010000 is Huawei''s 10G single-mode
optical module based on optical fiber transmission. It supports long-distance
transmission and is suitable for data centers,

Gigabit Single-Mode Dual-Fiber Optical Module 1.25G Optical

Gigabit Single-Mode Dual-Fiber Optical Module 1.25G Optical Module SFP Fully
Compatible with H3C and Other switches (5km) Brand: MDWXDOFP Fiber Optic
Receivers Report an issue with this

10GE SFP+ Optical Modules

CloudEngine 12800 and 12800E Series Switches Hardware Description This document
provides an overall description of the CE12800 series switches hardware, helping you
obtain detailed information

Gigabit Single Mode Optical Module

Performance - Gigabit Single Mode Fiber for Stable waft rapid 20KM data transfer in
intensive environments. Protocol Compatible - Meets SFF-8472 Standards:
Guarantees integration

10-Gigabit Single-mode Optical Module Dual-fiber

Type optical module Brand Name huaweii Place of Origin China Use OEM Warranty
Time 3years Network Wireless Lan, Wired LAN, Wi-Fi Port sfp Power Source DC 12 V
Connector Type LC
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What is a 100 Gigabit Singlemode SFP-FE-LX Optical Module?

The 100 Gigabit Singlemode Optical Module SFP-FE-LX is an optoelectronic converter
module with SFP interface, supporting 100 Gigabit Ethernet standard and
transmission distance up

GVT-2014 RJ45 to SC Gigabit Media Converter, PoE

The converter provides a 10/100/1000Base-T RJ-45 port, supports full duplex and half
duplex switch connectivity and 10Base-T, 100Base-TX and 1000Base-T

Contact Us

For more information, pricing, or custom solutions, please contact us:

Website: https://www.umele-pestovani.eu
Email: info@umele-pestovani.eu
Phone: +49 152 287 6349
Address: Neue Mainzer Straße 66-68, 60311 Frankfurt am Main, Germany

This document is for informational purposes only. Specifications subject to
change without notice.
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